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水措雲端監測預警機-簡易操作說明 
Model: I6S-Web System 
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前言及注意事項 

Ç前言 

I6S-Web System ̢ 

̢ 

App /
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USB ̡ / / ̡ ̡ ̡

/ ̡ ̢ 

 

Ç警語及安全注意事項 
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一、畫面說明 

主畫面-總覽 
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二、訊號輸入說明 

硬體 IO 端 

 

 
 

   

1 SIM  SIM  

2  
ON 

OFF  

3  

NET(LED ) ( ) ( / ) 

POWER(LED ) ( ) 

CHARGE (LED )  

FULL(LED ) ( ) ( ) 

4   

5    ɽ ɽş 

6 RJ45   

7 USB   ( )  

8   

9 MINI-Jumper( ) 
 RS-485 /RS- 232 

RS-485    RS-232  

10 MICRO USB USB 5VDC(5VDC̡ 24VDC ) 

11 MINI-Jumper(CH1 ) 

CH1 (A1) PT100  

V+     ʆƀŰ 24VDC JUMP

 

PT100   ʆƀŰ PT100 JUMP  

12 RST  
10   

ʆ ̢  

1 2 3 4 5 6 7 

12 11 10 9 8 
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端子排接線 

 
 

      

1 +24V/GND  7 A2/B2/C2 EC  

2 COM1/NO1 Relay 1 8 A3/B3/C3  

3 COM2/NO2 Relay 2 9 A4/B4/C4  

4 D+/D-/GND RS-485/RS-232 10 A5/B5/C5 CH5 

5 DI1/DI2/GND DI  11 A6/B6/C6 CH6 

6 A1/B1/C1 PH   

 

 

ʆ CH-1̡CH-2 CH-4 4-20mA̡CH-3 PT100 

 

ʆ (CH-5 ) Pluse DI2 GND̢ 

4-20mA   4-20mA  2-wire 0-5V   DI K  TYPE PT100 

      

1 2 3 

+24V GND COM1 NO1 COM2 NO2 D+ D- GND DI1 C1 DI2 GND A1 B1 

A2 B2 C2 A3 B3 C3 A4 B4 C4 A5 C6 B5 C5 A6 B6 

4 5 6 

11 10 9 8 7 

A B C 

A 

A B C 

A 

A B C 

V 

A B C 

DI 3.3V 

A B C 

TC 

A B C 

RTD 

   S+  S- V+  S+    S+  S- S+    S- +   - B   A   B 

24V 



7 
 

三、訊號來源設定 

設定鈕-頻道種類選擇 

 
   

1  ( ) 

2  [AI ̡DI ̡DO ] 

3  

 

 ( )  

 ( )  

 

 

/  

( ) 

/  

4 ̡   

5  

 

    /    /    Relay

 

     

     

- - (PT100) - - (4-20mA/1-5V) 

 (

0-32,767) 

 

          H 60 5 60-5=55

55  
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2 3 
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 AI 各項設定說明 

 
 

 

 

 

 

 

   

1   

2 PH   

3 EC   

4 Relay 
DO  

LO ̡LL ̡HI ̡HH  

5   

6   

1 

4 

2 

3 6 

5 
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流量頻道設定 

 

 

 

ʆ  

1.4-20mA (CH4) 1 (CH5) 

2.4-20mA (CH4) pluse (CH5) 

3.RS-485  

 

 

 

 

 

 

   

1  4-20mA Pluse  

2   

1 

2 
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四、系統設定 

系統設定說明 

 

 

   

1   

2 SSID WiFi  SSID  

3   

4   

5  
̡  

3.00Ver  

6   

7 Http  
 

ʆ 0  

8  

IP : 192.168.0.80( ) 

:255.255.255.0( ) 

192.168.0.1( ) 

9 WIFI  
: WEP128̡ WEP64 

/ :  

2 

1 

3 

5 
9 

4 

7 6 8 


