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[Features] 

◼ 8 AI/DI channels and 6 relay outputs 

◼ AI/DI, baud rate and ID set by switches 

◼ DIN-rail or wall mounting 

◼ Suited to humid, harsh environments (IP68) 

 

[Applications] Greenhouse farming, 

environmental monitoring, data logging 

[Model Selection] A6D6-Code 1 
 

Code 1 Mounting 

A DIN rail 

I IP68 wall mount 

[Specifications] [Dimensions] Unit: mm 

Model DIN Rail Waterproof 

Power DC input: 9~36V   Power consumption: 2.2W 

Alarm Output 

Outputs 6 DO 

Relay 
1A/110~220VAC 

※Interposing relay required 

Communication 
Interface RS-485 

Protocol Modbus RTU 

Signal Input 
Inputs 8 AI or DI ( jumper-selectable) 

Signal 4-20mA/0-5V ( jumper-selectable) 

Physical 

Size (mm) 
205x125x60 

(WxHxD) 

252x175x60 

(WxHxD) 

Mounting DIN rail Wall mount 

Weight ＜0.7kg 

Certifications 

FCC PART 15B AND CISPR 22 Class B, 

EN55022:2010:Class B, EN61326-1:2006, 

IEC61000-4-2:2008, 

IEC61000-4-3:2006+A1:2007+A2:2010 
 

IP68 Waterproof 
Wall-Mount Type 

DIN Rail Type 

Waterproof Type 

DIN Rail Type 


